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SURVEYORS REPORT

FOUND, THEY SHOULD BE REESTABLISHED AND TIED INTO THIS SURVEY.
- ITEM NUMBERS ARE ACTUAL FIELD SURVEY POINT NUMBERS USED FOR

‘CONTROL AND TOPOGRAPHY.
AAPPARENT CENTER

Y COROF N.E1/4
SEC.11,T12NRW
ALIGNMENT WAS ESTABLISHED BY CENTERING ON THE PAVEMENT AT THE TOP OF

THE HILL JUST EAST OF CO.RD.750E AND USING A BRASS PLUG IN A STEEL

R 42 POT % MILE EAST OF CO.RD.750E, SAID POINT BEING A %s SECTION CORNER.
SAID POINT ON HILL DESIGNATED AS A P.I. IN ORDER TO KEEP ALIGNMENT IN
THE C.L. OF THE ROAD TO THE WEST. NO CURVE WAS RAN.

B.M.#3,257.321
STA1+161.163m,5.284m RL'A"
STATIONING WAS DETERMINED BY USING THE FIELD REPORT ON THIS PROJECT,
GALLING THE INTERSEGTION OF $.R.42 AND GO.RD.750E AS 1+000.000 Km ON LINE
"A" AND 10+000.000 Km ON LINE "§-1-A" WHICH RUNS S8OUTH. THERE ARE NO PLANS
AVAILABLE FOR THIS PROJECT.

LEVEL DATUM IS ON NAVD 88 DATUM USING "ISHC PUTN C-1" WHICH WAS INCLUDED
IN AN NGS SECOND ORDER CLASS 0 DIFFERENTIAL LEVEL RUN BY NGS IN 1846 AND
HAS THE PID #KA0480. SAID BENCH MARK IS IN SW ABUTMENT OF STRUCTURE OVER
MILL CREEK WEST OF PROJECT.

THE PURPOSE OF THIS SURVEY IS TO INCREASE THE INTERSECTION SIGHT DISTANCE
AT S.R.42 AND CO.RD.750E, A T-INTERSECTION. FOR MORE DETAIL INFORMATION SEE
THE 'S REPORT FOR ), PROJECT #STP-3267(3).

THIS DATA COLLECTION SURVEY IS FOR THE PURPOSE OF DESIGNING A HIGHWAY
IMPROVEMENT PROJECT. IT IS NOT A PROPERTY RETRACEMENT SURVEY. WHERE
APPARENT PROPERTY LINES, CORNERS, SUBDIVISION, OR SECTION CORNER
INFORMATION IS SHOWN, IT IS BASED ON PHYSICAL EVIDENCE OR TESTIMONY
/AND VERY LITTLE DEED ANALYSIS WAS DONE.

10. USED THE TOP CENTER OF A .35m X 35m CONCRETE FENCE POST, 1.20m HIGH
FOUND AT THE APPARENT NORTH % CORNER OF SEC.11,T12N,R3W. POST HAS
p Aggm-:n) MARKINGS ON TOP, BUT UNABLE TO READ. NO RECENT RECORDS OF THIS CORNER
WITH THE COUNTY SURVEYOR. UNCERTAINTY IS ESTIMATED TO BE +/- 3m.
13. FOUND BRASS PLUG IN A STEEL POT AT THE APPARENT CENTER % CORNER
OF THE N.E.1/4 OF SEC.11,T12N.R3W, LOCATED IN THE C.L. OF SR 42 AND
CO.RD.775E. ACCORDING TO THE PUTNAM CO.SURVEYOR'S OFFICE, THESE STEEL
POTS WERE PLACED WHEREVER AN EXISTING MONUMENT WAS FOUND WHEN THE RD.
WAS REPAVED A FEW YEARS AGO AND IS AN APPARENT PERPETUATION OF THE
CORNER. CORNER UNCERTAINTY IS NEGLIBLE.

14. FOUND IRON PIN WITH A YELLOW PLASTIC CAP STAMPED: "ROSS HOLLOWAY RLS
50530" AT THE CENTER OF SEC.11,T12N,R3W, IN THE C.L.OF CO.RD.750E, AS
PER INFORMATION OBTAINED FROM THE CO.SURVEYOR'S OFFICE.

100m ‘CORNER UNCERTAINTY IS NEGLIBLE.

300m

500. SET PK NAIL FLUSH IN THE CENTER OF THE PAVEMENT. ORIGINAL MONUMENT,
THEREFORE THERE IS NO UNCERTAINTY.

505. CALCULATED POINT FOR CENTERLINE INTERSECTION. NO MONUMENT SET.

502. SET PK NAIL FLUSH IN THE CENTER OF THE PAVEMENT. ORIGINAL MONUMENT,
THEREFORE THERE IS NO UNCERTAINTY.

NORTH 4996.1042
EAST 5414.2675
LINE A"

"

503. SET PK NAIL FLUSH ON LINE BETWEEN #502 AND #13. ORIGINAL MONUMENT,

LINE"A" THEREFORE THERE IS NO UNCERTAINTY.

501. SET PK NAIL FLUSH ON LINE "S-1-A", MISSING LINE "A" BY 0.028m.
ORIGINAL MONUMENT. THEREFORE THERE IS NO UNCERTAINTY.

Nm:;insl;mm 504. SET PK NAIL FLUSH IN THE CENTER OF THE PAVEMENT. ORIGINAL MONUMENT,

THEREFORE THERE IS NO UNCERTAINTY.
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